
250 

46 CFR Ch. I (10–1–14 Edition) § 181.400 

(1) Comply with paragraphs (b)(1) and 
(b)(3) of this section or be garden type 
hose of not less than 16 millimeters 
(0.625 inches) nominal inside diameter; 

(2) Be of one piece not less than 7.6 
meters (25 feet) and not more than 15.25 
meters (50 feet) in length; and 

(3) If of the garden type, be of a good 
commercial grade constructed of an 
inner rubber tube, plies of braided fab-
ric reinforcement, and an outer cover 
of rubber or equivalent material, and of 
sufficient strength to withstand the 
maximum pressure that can be pro-
duced by the fire pump. All fittings on 
the hose must be of suitable corrosion- 
resistant material. 

(d) Each nozzle must be of corrosion- 
resistant material and be capable of 
being changed between a solid stream 
and a spray pattern. A nozzle on a ves-
sel of not more than 19.8 meters (65 
feet) in length carrying more than 49 
passengers, and on a vessel of more 
than 19.8 meters (65 feet) in length, 
must: 

(1) Be of a type approved in accord-
ance with approval series 162.027; or 

(2) Be of a type recognized by the 
Commandant as being equivalent in 
performance. 

[CGD 85–080, 61 FR 982, Jan. 10, 1996; 61 FR 
20557, May 7, 1996; 61 FR 24464, May 15, 1996, 
as amended at 62 FR 51358, Sept. 30, 1997; 
USCG–2003–16630, 73 FR 65206, Oct. 31, 2008] 

Subpart D—Fixed Fire Extin-
guishing and Detecting Sys-
tems 

§ 181.400 Where required. 
(a) The following spaces must be 

equipped with a fixed gas fire extin-
guishing system, in compliance with 
§ 181.410, or other fixed fire extin-
guishing system specifically approved 
by the Commandant, except as other-
wise allowed by paragraph (b) of this 
section: 

(1) A space containing propulsion ma-
chinery; 

(2) A space containing an internal 
combustion engine of more than 37.3 
kW (50 hp); 

(3) A space containing an oil fired 
boiler; 

(4) A space containing machinery 
powered by gasoline or other fuels hav-

ing a flash point of 43.3 °C (110 °F) or 
lower; 

(5) A space containing a fuel tank for 
gasoline or any other fuel having a 
flash point of 43.3 °C (110 °F) or lower; 

(6) A space containing combustible 
cargo or ship’s stores inaccessible dur-
ing the voyage (in these types of spaces 
only carbon dioxide, and not Halon, 
systems will be allowed); 

(7) A paint locker; and 
(8) A storeroom containing flam-

mable liquids (including liquors of 80 
proof or higher where liquor is pack-
aged in individual containers of 9.5 li-
ters (2.5 gallons) capacity or greater). 

(b) Alternative system types and ex-
ceptions to the requirements of para-
graph (a) of this section are: 

(1) A fixed gas fire extinguishing sys-
tem, which is capable of automatic dis-
charge upon heat detection, may only 
be installed in a normally unoccupied 
space with a gross volume of not more 
than 170 cubic meters (6,000 cubic feet); 

(2) A pre-engineered fixed gas fire ex-
tinguishing system must be in compli-
ance with § 181.420 of this part and may 
only be installed in a normally unoccu-
pied machinery space, a paint locker, 
or a storeroom containing flammable 
liquids (including liquors of 80 proof or 
higher where liquor is packaged in in-
dividual containers of 9.5 liters (2.5 gal-
lons) capacity or greater), with a gross 
volume of not more than 57 cubic me-
ters (2,000 cubic feet); 

(3) A B-II portable fire extinguisher 
installed outside the space may be sub-
stituted for a fixed gas fire extin-
guishing system in a storeroom con-
taining flammable liquids (including 
liquors of 80 proof or higher where liq-
uor is packaged in individual con-
tainers of 9.5 liters (2.5 gallons) capac-
ity or greater) or a paint locker, with 
a volume of not more that 5.7 cubic me-
ters (200 cubic feet); 

(4) A space which is so open to the at-
mosphere that a fixed gas fire extin-
guishing system would be ineffective, 
as determined by the cognizant OCMI, 
is not required to have a fixed gas fire 
extinguishing system; and 

(5) Where the amount of carbon diox-
ide gas required in a fixed fire extin-
guishing system can be supplied by one 
portable extinguisher or a 
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semiportable extinguisher, such an ex-
tinguisher may be used subject to the 
following: 

(i) The cylinder shall be installed in a 
fixed position outside the space pro-
tected; 

(ii) The applicator shall be installed 
in a fixed position so as to discharge 
into the space protected; and 

(iii) Controls shall be installed in an 
accessible location outside the space 
protected. 

(c) The following spaces must be 
equipped with a fire detecting system 
of an approved type that is installed in 
accordance with § 76.27 in subchapter H 
of this chapter, except when a fixed gas 
fire extinguishing system that is capa-
ble of automatic discharge upon heat 
detection is installed or when the space 
is manned: 

(1) A space containing propulsion ma-
chinery; 

(2) A space containing an internal 
combustion engine of more than 50 hp; 

(3) A space containing an oil fired 
boiler; 

(4) A space containing machinery 
powered by gasoline or any other fuels 
having a flash point of 43.3 °C (110 °F) 
or lower; and 

(5) A space containing a fuel tank for 
gasoline or any other fuel having a 
flash point of 43.3 °C (110 °F) or lower. 

(d) All griddles, broilers, and deep fat 
fryers must be fitted with a grease ex-
traction hood in compliance with 
§ 181.425. 

(e) Each overnight accommodation 
space on a vessel with overnight ac-
commodations for passengers must be 
fitted with an independent modular 
smoke detecting and alarm unit in 
compliance with § 181.450. 

(f) An enclosed vehicle space must be 
fitted with an automatic sprinkler sys-
tem that meets the requirements of 
§ 76.25 in subchapter H of this chapter; 
and 

(1) A fire detecting system of an ap-
proved type that is installed in accord-
ance with § 76.27 in subchapter H of this 
chapter; or 

(2) A smoke detecting system of an 
approved type that is installed in ac-
cordance with § 76.33 in subchapter H of 
this chapter. 

(g) A partially enclosed vehicle space 
must be fitted with a manual sprinkler 

system that meets the requirements of 
§ 76.23 in subchapter H of this chapter. 

[CGD 85–080, 61 FR 982, Jan. 10, 1996, as 
amended at 62 FR 51358, Sept. 30, 1997; USCG– 
1999–6216, 64 FR 53228, Oct. 1, 1999] 

§ 181.410 Fixed gas fire extinguishing 
systems. 

(a) General. (1) A fixed gas fire extin-
guishing system aboard a vessel must 
be approved by the Commandant, and 
be custom engineered to meet the re-
quirements of this section unless the 
system meets the requirements of 
§ 181.420. 

(2) System components must be list-
ed and labeled by an independent lab-
oratory. A component from a different 
system, even if from the same manu-
facturer, must not be used unless in-
cluded in the approval of the installed 
system. 

(3) System design and installation 
must be in accordance with the Marine 
Design, Installation, Operation, and 
Maintenance Manual approved for the 
system by the Commandant. 

(4) A fixed gas fire extinguishing sys-
tem may protect more than one space. 
The quantity of extinguishing agent 
must be at least sufficient for the space 
requiring the greatest quantity as de-
termined by the requirements of para-
graphs (f)(4) and (g)(2) of this section. 

(b) Controls. (1) Controls and valves 
for operation of fixed gas fire extin-
guishing system must be: 

(i) Located outside the space pro-
tected by the system; and 

(ii) Not located in a space that might 
be inaccessible in the event of fire in 
the space protected by the system. 

(2) Except for a normally unoccupied 
space of less than 170 cubic meters (6000 
cubic feet), release of an extinguishing 
agent into a space must require two 
distinct operations. 

(3) A system must have local manual 
controls at the storage cylinders capa-
ble of releasing the extinguishing 
agent. In addition, a normally manned 
space must have remote controls for 
releasing the extinguishing agent at 
the primary exit from the space. 

(4) Remote controls must be located 
in a breakglass enclosure to preclude 
accidental discharge. 
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